










FORCE UNLTD.      SPREADERS*GPS EQUIPMENT*CONVEYORS 

Manual Override of Hydraulic PWM Valve     Pg 2.8 

Manual Override of Hydraulic PWM Valve 

To manually override: 
1. Using 1/2” wrench - remove acorn nut. 
2. Loosen jam nut. 
3. Keeping track of turns - turn in 5/32” hex head stem until flow starts (up to 4 turns). 

Acorn Nut 

Jam Nut 

Hex Head Stem 

To Reset: 
1. Turn 5/32” hex head stem out the same number of turns it was turned in. 
2. While holding the 5/32” hex head stem in place tighten the jam nut. 
3. Replace acorn nut. 
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Bin Level Sensor Installation         Instructional Pg. 3.5 

 
 
 

   
                 
 

 
 

Pictured at left: 
Bin level sensor 
installed on rear 

panel of box. 

Pictured at left: 
Bin level sensor 

installed on drivers 
side box panel, just 

in front of Duo 
Force center 
divider panel. 

Pictured at left: 
Remove pins 
from weather 
pak to install 
cable through 
side of box. 

Insert pins back into 
weather pak after cable is 

through box. 
Red (positive) into “A” 

Clear (negative) into “B” 
Black (signal) into “C” 








