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1) To begin select the “Tools” button 

2) Select the “Setup Network” button 

Note: Before you can modify the configuration you need to 
contact your local AgChem dealer for the “code of the day”. 

3) Enter the “code of the day” 

4) Select the Vehicle Manager button 

Falcon II, FORCE Unltd. Setup 
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5) Set: Bin 1 to Spinner (main conveyor) 
           Bin 2 to Dry Fert (units w/Duo-Force) 
           Bin 3 to Dry Fert (units w/Tri-Force) 
           Bin 4 to Dry Fert (units w/Quad-Force) 

6) Select “OK” when finished 

7) Select “Full Installation” 

8) Checkmark the Nodes 
that require installation 

9) Select “Go” 

Full Installation 
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Note: The following steps are easier with two people. 
One at the Falcon controller & the other by the nodes. 

10) Press the service button on the 
corresponding node when prompted 

11) When it displays “Installation Complete” & the 
status of all nodes is “Configured”, select “OK” 
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12) Select the “Diagnostics” button 

13) To start bin diagnostics, 
select the desired node under 
“Functional Test” 

14) Agforce Settings: 
Kp to 3000 
Kd to 500 
Acc. to 60 

Refer to Page D-25 in Falcon II manual for 
instructions on fine tuning control valve 

15) Select “Save” 

16) Select “OK” 

Diagnostics 
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17) Select “Go” 

18) Select “Settings” 

19) Select “Bin Setup” 

Calibration 
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